
Daily Inspection Sheet
User (Cie): _____________________________ Name of the job site: ______________________________________

Address of the job site: ____________________________________________________________________________
       Street and address       city         state / Province

Type of elevating unit: _______ Single mast: __ Twin mast: __ Serial #: ________________ /___________________

Freestanding: __ Anchors: __ FRH on the elevating unit: __ Serial #: ________________ /___________________

  Note: initialize the items verified and N/A if non applicable

stnemmoCdekcehCsmetidetcepsnI
Safety perimeter
Ground stability surrounding the base area
Leveling of the base and mast
Overhead clearance
Condition of the electric cable
Bridges and extension structure
Tower structure, rung/railings
Missing bolts and pins
Condition of the platform floor
Condition of the planks/plank ties in place
Guardrail and protection mesh
End mast section and/or descent limiting device
Solidity of the wall ties, missing bolts/pins
Load distribution on the platform
Warning panel
Level of fuel, engine and hydraulic oil
Condition of the hydraulic hoses
Condition of the electrical wire
Battery and cables properly fixed
User’s guide, daily inspection sheet

Operation of the platform/safety mechanism
Operation of the FRH, condition of the cable/hook
Emergency switch buttons
Emergency descent

Comments: ______________________________________________________________________________________
______________________________________________________________________________________
______________________________________________________________________________________

Date: ______________________ Name of the operator: ______________________________________________

Name of the employer: __________________________Signature of the operator: ____________________________

Any irregularities or malfunction of the MCWP must be repaired by a qualified installer or mechanic, certified by Fraco products, prior
to the utilization of the platform. A complete inspection of the platform must be executed every 3 months.
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